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ROCKWOOL India Pvt Ltd. (RIPL) is the leading producer of STONEWOOL insulation technology in India. We have 
manufacturing facilities in both Hyderabad and Silvassa, with a combined capacity of 50,000 MT per annum. RIPL is 
a technical licensee of Saint-Gobain ISOVER technology, France and is ISO 9001 certified and ASTM compliant.
          

 

Importance of Waterproofing Insulation

Waterproofing is critical to the performance and durability of every insulation product. Most industrial insulation is at 
risk of being exposed to highly humid and wet conditions. The presence of water in insulation material can dramatically 
decrease its efficiency, add unwanted weight, and increase the risk of corrosion. This is why preventing the absorption of 
moisture, as well as speeding up drying time is essential in all our insulation products.  

Corrosion Under Insulation (CUI)
Reduced Insulation Performance
Leaks and Fractures
Increased Weight

Moisture exposure can lead to:

STONEWOOL - A natural way to keep moisture away.

 

   Corrosion can occur even when the metal is protected by
   coatings and weather-proofing such as cladding. This is 
   often caused by poor installation, damage, and aging.
   CUI studies have shown that 40-60% of pipe maintenance
   costs are due to CUI and approximately 10%of the total
   maintenance budget is spent repairing damage from CUI. 
   
   
   

Just like green leaves on a tree, Stonewool is nature’s 
own creation. It’s a market leader for it’s low-absor-
bent, quick drying and technically superior properties. 
RIPL’s ROCKINSUL WR product range uses Stonewool 
to create moisture-proof and thermally regulated 
materials for every building solution.
 
This specially engineered product acts as a strong 
barrier against moisture for any infrastructure. 
Properly installed Stonewool insulation provides 
excellent moisture control and prevention of CUI 
which in turn leads to saving energy, regulating heat 
loss, improving process control, reducing emissions, 
and avoiding unnecessary maintenance costs. 

Effects of Water in Insulation

Corrosion occurs on unprotected metal surfaces in the presence 
of water and oxygen. The elevated temperatures under the metal 
surfaces (ex:- in a hot pipe) expedite the corrosion process. This 
can unfortunately go unnoticed for years when metal surfaces 
are hidden under insulation and cladding, leading to Corrosion 

What is CUI (Corrosion Under Insulation)

Effects of CUI:



ROCKINSUL Water Repellent (WR) Materials Improve Productivity

For Rockwool India (RIPL,) every day is a new opportunity to save energy, conserve resources and make decisions that 
help sustain our planet. We work to reduce our environmental footprint and create solutions that contribute to a 
positive future. Rockwool India creates energy-efficient, fire safe and acoustically sound products that contribute to 
the overall longevity and efficiency of any building. Our team pays special attention to energy ratings, recyclability, and 
emissions of our products.

RIPL’s ROCKINSUL WR product range uses the market leading material Stonewool to create moisture-proof and 
thermally regulated materials for every building solution. In today’s world, most OEM’s such as pharmaceutical 
companies, distilleries, and cement industries constantly strive to bring down maintenance and overhead costs while 
being as eco-friendly as possible. ROCKINSUL WR products are the perfect solution for long-lasting, energy efficient 
and damage proof insulation.

Why ROCKINSUL WR?

Market-leading water absorption properties for ROCKINSUL Water Repellent

ROCKINSUL WR Protection Against CUI

    Low sulphur and chloride content helps to maintain the optimum ph value of the product.
   
    Very high water repellency and permeability prevents absorption and allows moisture to easily egress the insulation.
   
    Very low water-leachable chloride content and acidic compounds, which effectively reduce the risk for external 
    stress cracking.
   
    Meets ASTM & IS corrosion test for carbon and Austenitic Steel.

 

EN13472 Requirements
(standard value)

1 KG /M²

<0.2 KG /M²

 ROCKINSUL water absorption
 (partial immersion)

ROCKINSUL LRB Mattress  ROCKINSUL Acoustic 6  TUFFINSUL Lamella Bats ROCKINSUL Rigid Pipe Section

ROCKINSUL RB Slab ROCKINSUL Building Roll TUFFINSUL RB Slab
ROCKINSUL Acoustic

Thermal Insulation Board

ROCKINSUL - Product Range
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